XV Tuner Bad Flashed custom file fix

Sometimes when flashing custom files, they might have been corrupted by editing software. This leads
to uncotrolled XVTuner crashed and behaviour.

Here are some screenshots of “bad file behaviour”

Here Bike Info data is loaded correctly, even offsets/TPS settings are loaded but the status still says
“Connecting to ECU”

=i« XV Tuner Beta

| Bike Info H Realtime Data H Tune Constanis H Upload Map H Seltings }

Bike Info

General Info

Chassis Serial | ZD4VSS00285000694 | TPSMin [ 48 |

ECU Serial | 393500063080 | TPSMax [ 215 |
Current Map [ 15777 | Idle CO 0.8%
Engine Hours { 632 Hours 01 Minutes I Fuel Offset 5.5%

Fault Code Info
No Faults Found

Clear Faults |

Here on Tune Constants Tab we get no data, pressing buttons does nothing or throws error.
Connection Status still says “”Connecting To ECU”
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Bike Info H Realtime Data ll Tune Constants ” Upload Map ” Settings

Tune Constants

TPS Min/Max ——— | Injection Corrections Speedometer Settings
TPS Value Idle CO Fuel Offset Circumference Pulses
A } Save Min ‘ ‘ Increase H Increase ’ ’ Increase H Increase ’
i Save Max ’ ‘ Decrease H Decrease \ ’ Decrease H Decrease ‘

Injection Quantity Offset —  Ignition Timing Offset Injection Phase Offset
Front Rear Front Rear Front Rear

12

In ’ Increase ‘ Increase Increase ]
———— | Reset Reset ———— | Reset
} Decrease Decrease Decrease I




To fix this please upload a known good map (best use stock maps, here im using latest Dual Mapping for
Full Power)
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Ti o
I Bike Info H Realtime Data H Tune Constants H Upload Map Settings :
Upload Map ,
Map List ————— (Map Info

SXV 55-15027

Read Map From ECU

Read Map From ECU

15026.map Write Map To ECU
(15027.map |

15030.map

. Uploading Map File
31.map
32.map

15033.map .

15034.map

Verify Map Data || WritdiMap To ECU |

15035.map

After flashing a good file, this is how a normal behaviour should look like
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Bike Info H Realtime Data Tune Constants ‘ Upload Map ” Setlings ‘

Tune Constants

TPS Min/Max ——— (Injection Corrections Speedometer Settings
TPS Value Idle CO Fuel Offset Circumference Pulses
295 0.8% 5.5% 190 5
‘ Save Min ’ [ Increase H Increase ’ l Increase H Increase I
{ Save Max ’ ’ Decrease H Decrease ’ { Decrease H Decrease ’

Injection Quantity Offset — Ignition Timing Offset Injection Phase Offset
Front Rear Front Rear Front Rear

0.0% 0.0% 0.0° 0.0° 0° 0°

’ Increase ’ Increase
Reset Reset

‘ Decrease ‘ { Decrease ' ’ Decrease ’

‘ Increase w
J Reset

Video of uploading a good file to bad ECU.
https://www.youtube.com/watch?v=Sx2lw4u8Fgo

Video of correct operating XVTuner software.

First 16 seconds are with Ignition turned off, then ignition is turned on and connection is established.
https://youtu.be/lhipgH3 3AU



https://www.youtube.com/watch?v=Sx2Iw4u8Fqo
https://youtu.be/IhIpqH3_3AU

